Scanner PC Network Configuration

SureScan PC Network Configuration Instructions for Windows 10

To configure the network adapters on a new or reimaged computer workstation for a

SureScan Microarray Scanner, perform the following steps:

. ick Start -> Settings ( f1sry ) -> Network and Internet -> ange adapteroptions
1. ClickS ( ) Setti () N kand | Ch d i

&' Network Connections

T+ f’ <« Network and Internet > Network Connections

Organize » Disable this network device Diagnose this connection
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Two Ethernet adapter ports are standard equipment on Agilent scanner host PCs, one on the
motherboard (onboard) labeled House and one add-on adapter labeled Scanner. Prior to
connecting Ethernet cables, the Network Connections will be displayed as illustrated above.

2. Right click on one of the Ethernet adapters and select Properties from the popup menu.

3. Click on Configure... in the Properties panel.

U Ethernet 2 Properties X
Networking  Sharing

Connect using:

@ Intel{R) Ethemet Connection (7) [215-LM

This connection uses the following items:

aClient for Microsoft Networks A
IE File and Printer Sharing for Microsoft Networks

3005 Packet Scheduler

4. Intemet Protocol Version 4 (TCP/IPv4)

Microsoft Network Adapter Multiplexor Protocol

Microseft LLOP Protocaol Driver

fREORER

4L
. Intemet Protocol Version 6 (TCP/IPvE) W
>

Install... Uninstall Properties
Description

Allows your computer to access resources on a Microsoft
network.

oK Cancel
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4.

In the new Properties window that opens, note the Location of the Ethernet connection.

Device status Device status

This device is working property. This device is working property.

Cancel Cancel

Intel(R} Ethernet Connection (7) 1219-LM Properties * Realtek USB GbE Family Controller Properties X
General Advanced Driver Detais Everts Power Management General Advanced Driver Details Events Power Management
@! Intel{R) Ethemet Connection {7} 1215-LM [éj Realtek LUSB GbE Famity Controller
Device type: Metwork adapters Device type: Network adapters
Manufacturer: Intel Manufacturer: Realtek
Location: PC| bus 0. device 31, function 6| Location: Fort #0021.Hub #0001

If the Location specified is PCI bus..., it is the onboard adapter. Change the name to “House”

as follows:

e Go back to the Network Connections window, right click on the same Ethernet
adapter as before, and select Rename. Enter the new name.

If the Location specified is PCl slot... or Port..., it is the add-on adapter. Change the name to
“Scanner” instead.

Repeat the renaming procedure for the other Ethernet connection, beginning at step 2.

When complete, the Network Connections will be displayed as follows:

E-' Metwork Connections

1 & s Control Panel » Metwork and Internet » Metwork Connections

- House - Scanner
- = L]
— —

Metwork cable unplugged P Metwark cable unplugged
; plugg ; plugg
xK W Intel(R) Ethernet Connection (7) ... |3 @E=" Realtek USE GbE Family Controller

W
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Organize « Disable this network device Diagnose this connection Rename this connection
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8. Right click on the “Scanner” connection and select Properties.

Metworking  Sharing

Connect using:

& Intel(R) Bthemet 1210-T1 GbE NIC

ot

Corfigure...
This connection uses the following tems:
&3 Cliert for Microsoft Networks A
THFile and Printer Sharing for Microsoft Networks
3005 Packet Scheduler
1 Intemet Protocol Version 4 (TCP/IPv4) <
O 2 Microsoft Network Adapter Multiplexer Protocol
4 Microsoft LLDP Protocal Driver
4 Intemet Protocol Version & (TCP/1PvE) W
£ >

9. Double click on Internet Protocol Version 4 (TCP/IPv4).

10. Select Use the following IP address:

Internet Protocol Version 4 (TCP/IPvd) Properties
General

‘You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an IP address automatically

IP address: 0.0 .0 .1 |
Subnet mask: |255. 0 .0 .0 |
Default gateway: | . . . |

Obtain DMNS server address automatically

{®) Use the following DMS server addresses:

Preferred DNS server: | . . . |

Alternate DNS server: | . . . |

[]validate settings upon exit

@ Use the following IP address: < S

11. Enter the IP address 10.0.0.1 and Subnet mask 255.0.0.0, as shown above, then click OK.

12. Click OK in the Scanner Properties panel.
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13. Close the Network Connections window.

14. Close the Network and Internet Status window.

The network connection for the scanner is now configured.
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